
W e recom m end ins tallation of this  fixtu re be done by a licensed electrician.Tu rn off pow er at the m ain fu s e or circu it 
break er box.

1 . Rem ove all parts  carefu lly from  the box before dis carding  
    the carton. 

2. A ttach the cros s  bar to the ou tlet box (s crew s  not provided) 
    w ith g rou nd s crew  facing  ou t.

3. Thread the 8/32 threads  into the cros s  bar; abou t 1 /4"  
    s hou ld extend beyond the back plate

4. Fas ten g rou nd w ire to g reen s crew . Fas ten lead w ire 
    (or w hite w ire) w ith ridg es  to the w hite w ire. Us e w ire nu t 
    to fas ten it.  

5. Fas ten s m ooth (or black  w ire) lead w ire to the black  w ire 
    in the box &  u s e w ire nu t to fas ten it.

6. P lace fixtu re over the w all the ou tlet box g oing  throu g h 
    8/32 threads .  

7. Secu re the fixtu re w ith ball nu t

8. Ins tall bu lbs  (not inclu ded)

9. Res tore circu it break er. 

A s s em bly Ins tru ctions  for SCON CE w ith 2  Side Holes

* *  A ctu al parts  m ay vary s lig htly depending  u pon the m odel 


