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INSTALLATION INSTRUCTION
Tube Architectural - LED Wall Mount 
DS-WE05, DS-WE06, DS-WE08 

WARNING

- Read all instructions before installing.
- System is int
- Go to the main fuse box, or circuit breaker. Place the main power switch in the “OFF” position and unscrew the fuse(s) or switch ”OFF”  

the circuit breaker switch(es) that c
- Place the wall switch in the “OFF” position.

CAUTION
- All parts must be used as indicated in these instructions. Do not substitute any parts, leave parts out, or use any parts that are  

worn out or broken. Failur

AVERTISSEMENT
IMPORTANT : Coupez l’électricité avant TOUTE manipulation.
- Lisez toutes les instructions avant d’installer.
- Système est destiné à être installé par un élec

règlements locaux. 
- Accédez au panneau central de disjoncteurs ou de fusibles de votre demeure et placez l’interrupteur principal en position d’arrêt  

(« OFF »). 
- Placez l’interrupteur mural en position d’arrêt (« OFF »). 

MISE EN GARDE
- Toutes les pièces doivent être utilisées tel qu’il est indiqué dans ces instructions. Ne remplacez pas les pièces, n’en laissez pas de côté  

et ne les utilisez pas si elles sont usées ou brisées. Le non-respect de ces instructions peut annuler l’homologation ETL/CETL du  
luminaire. MISE EN GARDE Ors de la manipulation de l’appareil, ne pas appliquer de pression à la LED, tenir l’appareil par la seule base.

ADVERTENCIA
IMPORTANTE: NUNCA intente hacer trabajos sin desconectar el suministro eléctrico. 
- Lea y comprenda todas las instrucciones e ilustraciones por completo antes de proceder con el ensamblaje e insta lación de esta  

lámpara.
- , de acuerdo con el código eléctrico nacional y las normas locales. 
- Diríjase a la caja de fusibles o a la caja del interruptor de circuito principal en su hogar. Coloque el interruptor de ali mentación  

principal en la posición “OFF” (APAGADO). 
- Coloque el interruptor de la pared en la posición “OFF” (APAGADO).

PRECAUCIÓN
- Todas las piezas deben usarse como lo indican estas instrucciones. No reemplace las piezas, noomita piezas durante la instalación ni  

utilice piezas gastadas o rotas. El incumplimient
ETL/CETL esta lámpara. PRECAUCIÓN Al manipular el aparato, no aplique presión a los LED, mantenga el aparato en la base sólo.

HARDWARE
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OVERVIEW
It is wall mount down light.Check catalog for various size, beam angle and color choices. 

FIXTURE INSTALLATION
1. 

(See FIG.1) 

2. FIG.2)

3. Secure mounting plate to the junction box in wall provided by others. (See FIG.2)

4. 

wires are connected securely, tack them carefully inside the junction box . (See FIG.2)

5.  FIG.2)
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REFLECTOR REPLACEMENT
FIG.3)

FIG.4)

LED REPLACEMENT
1. Loosen the screw and gasket (See FIG.5), remove the panel assembly (See FIG.6).
2. Loosen the LED holder and LED screws, carefully disconnect LED connector from driver connector and replace LED by removing LED 

mounting screws. (See FIG.7).

DRIVER REPLACEMENT
1. Loosen the screw and gasket (See FIG.8), remove the cover assembly (See FIG.9).
2. Loosen the LED driver screws, carefully disconnect LED driver connector from LED connector and replace driver by removing driver 

mounting screws. (See FIG.10).

COMPLETING THE INSTALLATION
To prevent moisture from entering the outlet box and causing a short, use clear caulking (i.e. indoor/outdoor silicone sealant) to outline the 
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 料号：7DDB000925 规格： 80 克进口书写纸 A4，双面印刷，短边对折两下 图号：DSWE05-04 A 

设计：刘先志 05/21/2019 审核： 标准化： 批准：  
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