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CONCRETE POUR INSTALLATION 
*Note: Transformer is required to power the fixture. (sold separately)

1. 

2. Install wiring and conduit (use ½” NPT) at desired position, 
plug all un-used holes. Refer to applicable wiring diagram. 
(Fig.5) 

3. Secure 4” weatherproof junction box to the ground, 
preferably over a layer of sand or pea gravel for drainage. 

4. Cut Schedule 80 PVC Pipe in excess length for planned 
concrete thickness. 
(An 18” long pipe is supplied with concrete pour kit) 
*Make sure the cut end is put into the concrete pour kit 

5. 
lock it with screws 

6. Secure concrete pour kit onto the 4” junction box. 

7. Pour desired amount of concrete, making sure 
NO CONCRETE ENTERS THE BOX. (Fig.6) 

8. 
protruding from the ground. (Fig.7) 

9. 
direct burial wire nuts. (Fig.8) 

10. Smear plumbers’ silicone (not included) to O-rings. 

11. 

concrete.  

12. 
Fig.9)
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For model #  
1021/1031/1041/1051/1061:   
D* = Ø1.32 in. 

For model #  
2021/2022/2041/2051/2052/
2061/2071/2091/2101/2111/
2121/2131:

 

D* = Ø2.38 in.

ØD*

INSTALLATION INSTRUCTION
Colorscaping Indicator Lights
2011/ 2021/ 2051/ 2071/ 2081/ 2091/ 2101/ 2111/ 2121/ 2131




