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1.  DO NOT PLUG IN LAMP TO POWER BEFORE INSTALLATION IS COMPLETE.
2.  CAUTION- THIS PORTABLE LAMP HAS A POLARIZED PLUG (ONE BLADE IS WIDER THAN THE OTHER)
      AS A SAFETY FEATURE TO REDUCE THE RISK OF ELECTRIC SHOCK. THIS PLUG WILL FIT IN A 
      POLARIZED OUTLET ONLY ONE WAY. IF THE PLUG DOES NOT FIT FULLY IN THE OUTLET, REVERSE THE 
      PLUG. IF IT STILL DOES NOT FIT, CONTACT A QUALIFIED ELECTRICIAN. NEVER USE WITH AN 
      EXTENSION CORD UNLESS PLUG CAN BE FULLY INSERTED. DO NOT ALTER THE PLUG.      AC ONLY.
3.  INSTALL PROPER BULB TYPE AND WATTAGE. 
4.  TO CLEAN THE FIXTURE, TURN OFF THE POWER, WAIT FOR IT TO COOL, AND WIPE THE FIXTURE WITH A
      CLEAN, SOFT CLOTH.
NOTE:  Product may not look exactly as shown in figures.
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 Tel: (613) 342-5424, Fax: (800) 263-4598

Bulb Type A Max 60W
(not Included)

INSTALLATION:

SAFETY PRECAUTIONS:

Shade

Switch

Spinner
Nut

Post


