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PREPARATION
1.     
2.     
MOUNTING THE FIXTURE (Fig. 1)
3. Remove the canopy screw (B) from the ceiling plate.

5. Secure the ceiling plate to the junction box using the original junction box screws.
Note:  (i)   It is recommended to use only original junction box screws or replacements provided by junction box manufacturer.

(ii)  The side of the ceiling plate marked “GND” must face out towards the installer.
WIRING FIXTURE (Fig. 2, Fig. 3, Fig. 4)
6.     

        Note: Due to limited space within the canopy, shorten the wires as necessary to make the installation easier. Make sure to identify and
         label all the wiring properly (Fig. 3) before any trimming/shortening. 
        Warning
         rewiring.

        wire to the ground in the junction box; this will be either a green wire or a bare copper wire. After driver is wired to house wires, tuck wires
        carefully inside the junction box. 
COMPLETING THE INSTALLATION
8.     ceiling plate using the canopy screw (B). 
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4. The lamp can switch between four color temperatures (2700K-3000K-3500K-4000K), which can be adjusted to your preference with 
the switch in the canopy (Fig.3). 
Note: The switch comes with a detachable switch cover, remove the switch cover prior to adjusting the color temperature, reattach 
the switch cover after adjustment is made.

The extension   
rods is connected by a support joint. 
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