
    

Elipse Ikon 
Decorative Recessed

    Fixture Type:
  

  Catalog Number:
  

  Project:
  

  Location:

      Model & Wattage   Lumens   Color Temp & CRI   Finish
   R2BR-03 10W
 

  635
 

  3000K/3500K/4000K 90
 

   CLCH Clear/Chrome
 

      Example:  R2BR-03-F9CS-CLCH
 

DESCRIPTION
 

  Crown your ceilings with contemporary, faceted clear elements that sparkle
beautifully and are enhanced with chrome trim. Designed with high-clarity
acrylic molded to recreate the look of authentic crystal. ELIPSE projects light in a
brilliant display across the ceiling, transforming its environment with an
enduring and glamorous presence.
 

FEATURES
 

• Cutout 3 1/16"
• Single spot light source
• Ceiling thickness: 1/2" - 1"
• Sold as New Construction, may be reconfigured in the field for Remodel
• Driver concealed within the fixture
• 5 year warranty
 
  

SPECIFICATIONS

Power: 10W

Input: 120-240 VAC, 50/60Hz

Dimming: ELV: 100-10% , TRIAC: 100-10%

Light Source: Integrated LED

3 Step Mac Adam Ellipse

Rated Life: 50000 Hours

Cut Out: 3 1/16"

Finish: Electroplated: Clear/Chrome

Ceiling Thickness: 1/2" - 1"

Operating Temp: -4°F to 104°F (-20°C to 40°C)

Standards: ETL, cETL, Damp Location Listed, Title 24 JA8 Compliant,
IC, Airtight

  
  

   

 FINISHES:

Clear/Chro
me

 LINE DRAWING:
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