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Project

Fixture Type

Notes

SW3 (30/40/50K)5 2000 Lm 30 W 67 Lm/W 90+
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CM409RA-15R-120V-SW3-WH
White

Transluscent Acrylic

Aluminum
Die-Cast

Field Adjustable
CCT

1 Effectively dim down to 10% / See other compatible dimmers on the next page
2 See published warranty terms for detailed information

INPUT VOLTAGE

WATTAGE

LUMENS

EFFICACY

CRI

BEAM ANGLE

DIMMING1 

ENVIRONMENT

CERTIFICATIONS

LUMEN MAINTENANCE

WARRANTY2

120V AC

30 W

2000 Lm

67 Lm/W

90+

120º

Triac Dimming

Indoor - Dry & Wet

cETLus, T24 Compliant

50,000 hours

5 years

SPECIFICATIONS

The LED Surface Mount with Slim Aluminum Die-Cast Trim series is designed for residential and commercial applications. The ultra low profile design measures a close-
to-ceiling depth of only 7/8” features a beautiful die cast aluminum trimming in white finish. The white translucent acrylic provides comfortable non-glare lighting with 
no hot spots and instant on. It is ADA Compliant for Wall Mounting and can easily be installed within a standard junction box. With a 3-Level field-selectable Color 
Temperature can be Triac dimmable.

ORDERING INFO
MODEL
CM409RA-15R-120V-SW3-WH

OUTDOOR

WET
INDOORINDOOR

WET

120V AC 24V DC120 - 277V AC

MATERIAL ELECTRICAL PRODUCT CHARACTERISTICS ADJUSTABILITY ENVIRONMENT MOUNTING LISTING / WARRANTY

MAX RUN MIN RUN
30FT 2IN

ELV TRIAC 0-10V

Si
SILICONE IP65 IP66 IP67MAX RUN
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164FT
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20FT

MAX RUN
16FT

MIN RUN
3IN

MIN RUN
1IN

MIN RUN
4IN

MIN RUN
6IN

MIN RUN
12IN

MAGNET MOUNTSURFACE MOUNT RECESSED MOUNT RECESSED MUD-IN SUSPENSION MOUNT WALL MOUNT RECESSED TRIM1BIN3SDCM - 4º to 104º F RECESSED MOUNTPOWDER COATED GOLD SOLDER PAD 2OZ FPCB 3OZ FPCB
ELV 0-10V

60 º BEAM 30 º BEAM 15 º BEAM 355° 360° 170° GIMBLE
TRIAC

RECESSED TRIMLESS CANLESS IC RATED AIRTIGHTDIMMABLE DIMMABLE DIMMABLE

100 º BEAM 120 º BEAMDIMMABLE

T24
California TITLE 24
JA8-2019 COMPLIANT
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https://www.jescolighting.com/wp-content/installation/CM409RA-12R_15R_Install.pdf
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J-BOX

6681,  6672

PD-6WCL,  DVCL-153P,  CTCL-153P,  MACL-153M,  TGCL-153P

LEVITON 

LUTRON

COMPATIBLE DIMMERS

DIMENSIONS

A     15”            381 mm

B      1”                25 mm

C     13-1/2”       343 mm
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