
60-inch model
• No downrod

60-inch model
• 6-inch downrod

60-inch model
• 12-inch downrod

60-inch model
•  24-inch or 

36-inch downrod

72-inch model
•  12-inch or 

24-inch downrod*

60-inch model
•  48-inch or 

60-inch downrod

72-inch model
•  36-inch or 

48-inch downrod

84-inch model
• 36-inch downrod*

72-inch model
•  48-inch or 

60-inch downrod

84-inch model
•  48-inch or 

60-inch downrod

96-inch model
•  48-inch or 

60-inch downrod
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FLUSH MOUNT

UP TO 15' X 15' UP TO 25' X 25' UP TO 40' X 40'

8–9 FEET 14–15.5 FEET9.5–11 FEET 11.5–12 FEET 12.5–14 FEET 16 FEET OR MORE
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SLOPED OR FLATSLOPED OR FLATFLATFLAT

UNIVERSAL MOUNT

i6
RECOMMENDED SIZE
AND MOUNTING OPTIONS

*  Shorter downrods not recommended for 72- and 84-inch fans on sloped ceilings.
  Note: Minimum required clearance of two feet to nearest wall and seven feet from fl oor

to lowest point of the fan. Recommendations do not take ceiling pitch into consideration.

If you have additional questions, consult an authorized Big Ass Fans dealer or design expert.


