
 Assembly Instruction Sheet #IS-9973P24

 For Style 9973P24

Tools Required:  Flathead screwdriver, Phillips screwdriver, pliers, wire cutters, wire strippers, electrical tape, safety glasses.

Light Source:  (10)    G9 40W Maximum(Not Include) .

 Estimated Assembly Time:  30-40 minutes

Preparation:  Identify and inspect all parts before beginning installation. Check package content list and diagrams below to be sure all parts are

present. If any parts are missing or damaged, do not attempt to assemble, install, or operate the fixture. Contact customer service for replacement

parts.

Warnings and Cautions

Turn off electricity at circuit breaker or main fuse box before installation. Consult a licensed electrician if in doubt.

These instructions are provided for your safety. It is very important you read them completely before installing the fixture.

We strongly recommend that a licensed, professional electrician perform the installation.

Disconnect fixture from power source before replacing bulbs. Make sure bulbs are given sufficient time to cool before removal.

Package Contents

Hardware Contents

PART DESCRIPTION

BB

Wire nut

CC  Screw

BB
CC

QUANTITY

2pcs

2pcs

Figure 1

STEP 3 - Attach Mounting bracket to Outlet Box

A.Pass the supply wires through the Mounting bracket (EE).

   Attach the Mounting bracket (EE) to the Outlet Box

   with the head of the Green Ground Screw facing you.

   Secure it with Outlet Box Screws ( CC).Tighten until snug.
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Figure 2

A Fixture Body  x1

STEP 5 -  Install Ceiling Canopy to Ceiling.

STEP 4 - Wire Connections

Use standard wire connectors to make all wire

connections. Twist connectors until wires are tightly joined

together. Wrap each connection with approved electrical tape

and carefully stuff all the connected wires into the Outlet Box.

A.

White wire

from outlet box

White wire

from fixture

Black wire from

outlet box (or Red)

Black wire

from fixture

Bare, or Green

Ground wire

from outlet box

Ground wire

from fixture

Bare, or Green

Ground wire

from outlet box

Ground wire

from fixture

Green Ground Screw

on the Crossbar

Figure 4

Figure 6

Connection

Glass  x4

C  Square  glass  x1

B

E  Middle Rod

E3   12"*5pcs

E2   6"*1pcs

E1   4"*2pcs

STEP 2 -  Install Rods to Fixture Body

STEP 6 -  Install bulb.

D  Ceiling Canopy x1

Outlet Box

Supply Wires with

Outlet Box Screws Ground Wire

Figure 3 Figure 5

(E)Middle Rod

(D)Ceiling Canopy x1

STEP 1- Release Mounting bracket from Ceiling  Canopy .
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STEP 9 -  Install Part  .

Figure 8

Figure 9

 Finial

Figure 7

STEP 7 - Install Glass .

B( glass)

Nut

STEP 8 - Install Glass .

Gasket

(C)Square  glass

Gasket



1
5
0

9
5

545

10

4-∅6

5
8
5

均布焊接W25*25*3.0T*130L角铁,见图(4PCS)

均布搭平焊接W3*20*390L扁铁(4PCS)

5
4
5

575

5
7
5

4

技术要求：

2.未注表面毛刺 : 0mm

 未注表面光洁度 :

1.未注表面光洁度:F
E

D
C

B B
C

D
E

F

4321

 6
-
+

 4
-
+

 2.5-
+

 1
-
+

 1.5
-
+

 1.2-
+

 3
-
+

 2
-
+

 0.8
-
+

 0.5
-
+

-
+

 0.2
-
+

 0.3
-
+

 0.5-
+

 0.8
-
+

 1.2
-
+ 0.5

-
+

 0.3
-
+

 0.2-
+

 0.15
-
+

 0.1
-
+

 0.05-
+  0.1-

+  0.3-
+  0.5-

+

 0.2
-
+ 0.1

-
+

未注公差等极

1000~2000

400~1000

120~400

30~120

6~30

3~6

0.5~3 +
-

V(最粗)C(粗糙)M(中等)F(精密)

未注公差参照值（单位： mm)

 0.05

零件图

比例

单位 MM

 共1页 第1页A/0

料号

零件名称

零件编号

制图 数量

材质

日期

颜色

审核

审批

产品型号

版本

M

校对

江门市瑞宝灯饰有限公司

铁

W585*585*H132焊

接架
9973P24-10-101

9973P24-10-101-1

FEDCBA

1

2

3

4

A B C D E F

4

3

2

1

未注公差等极

零件图

M

江门市瑞宝灯饰有限公司

技术要求：

2.未注表面毛刺 : 0mm

 未注表面光洁度 :

1.未注表面光洁度:

W575*L575*4.0T超白钢化玻璃 单面打砂

注：磨边不刮手

575

L575*W150*10T凹凸形手工玻璃 清光  单面打砂

1
3
2

585

545

技术要求：

2.未注表面毛刺 : 0mm

 未注表面光洁度 :

1.未注表面光洁度:F
E

D
C

B B
C

D
E

F

4321

 6
-
+

 4
-
+

 2.5-
+

 1
-
+

 1.5
-
+

 1.2-
+

 3
-
+

 2
-
+

 0.8
-
+

 0.5
-
+

-
+

 0.2
-
+

 0.3
-
+

 0.5-
+

 0.8
-
+

 1.2
-
+ 0.5

-
+

 0.3
-
+

 0.2-
+

 0.15
-
+

 0.1
-
+

 0.05-
+  0.1-

+  0.3-
+  0.5-

+

 0.2
-
+ 0.1

-
+

未注公差等极

1000~2000

400~1000

120~400

30~120

6~30

3~6

0.5~3 +
-

V(最粗)C(粗糙)M(中等)F(精密)

未注公差参照值（单位： mm)

 0.05

零件图

比例

单位 MM

 共1页 第1页A/0

料号

零件名称

零件编号

制图 数量

材质

日期

颜色

审核

审批

产品型号

版本

M

校对

江门市瑞宝灯饰有限公司

玻璃

1:4

W575*L575*T4.0超白

玻璃片
9973P24-10-101

9973P24-10-101-2

扁管(封口）

F
E

D
C

B
A

1 2 3 4

A
B

C
D

E
F

4321

W160*160*25H*1.5T(足料）四方折盒.

F
E

D
C

B
A

1 2 3 4

A
B

C
D

E
F

4321

9
5

江门市瑞宝灯饰有限公司

版本

产品型号

审批

审核

颜色

日期

材质

重量

灯体尺寸

产品名称

料号

 共 页 第1页

MM单位

比例

爆炸图

CC

D

E

F

431 2

制图

校对 A/0

吊灯

L24*24*H17" 铁

9973P24-10-101

D

E

F

6

7

8

9

24

10

11

12

13

14 15

16

17

扁管(封口）

18

20

C US

Intertek

4006677

L

I

S

D

E

T

CM

上下焊接 ∅100*2.0T 中孔 ∅13(2PCS)

底面均布焊接W3*10*340L加强扁铁条(4PCS)

底面均布焊接W3*10*340L加强扁铁条(4PCS)

13

扁管(封口）

F
E

D
C

B
A

1 2 3 4

A
B

C
D

E
F

4321

扁管(封口）

12

注意：效果按照样板实物，

孔位要与W585*585*H132焊接

架孔位相配套。

575

23

22

19

27

Glass (4PCS)

Glass (1PCS)

576

5
7
6

575

1
5
0

25
18.4.13

545

W150*40*2.0T 铁片.

F
E

D
C

B
A

1 2 3 4

A
B

C
D

E
F

4321

21

28 29

黎天旭

W100*100*3.0T铁片 中孔 ∅14

江门市瑞宝灯饰有限公司包装资料

材 质物料编号 名称及规格尺寸 用 量 备  注

 V=B

序 号

3

1

2

1PCS

灯体编号

灯体尺寸

N.W

G.W

制图

审核

核准

版次 A/0

包装示意图

4

12KG 1PCS

5

外箱:68*68*20CM

泡沫:66*66*9CM

泡沫:66*66*5CM

纸卡:66*66CM

12KG 1PCS

 A=B 1PCS

护角:17*4*4CM 护角 4PCS

日期

物料名称

物料编号

所有未注明倒角R=0.5mm

所有未注明公差±0.2mm

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:67*67*17CM

江门市瑞宝灯饰有限公司包装资料

材 质物料编号 名称及规格尺寸 用 量 备  注

F535F

序 号

3

1

2

1PCS

灯体编号

灯体尺寸

N.W

G.W

制图

审核

核准

版次 A/0

包装示意图

4

8KG 1PCS

5

外箱:69*69*22CM

泡沫:67*67*17CM

泡沫片:67*67*3CM 8KG 1PCS

护角:58*4*4CM 护角 8PCS

护角:59*4*4CM
护角 8PCS

日期

物料名称

物料编号

所有未注明倒角

所有未注明公差

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:66*66*5CM

泡沫芯保留，做成58*58*1.5CM泡沫片

泡沫芯保留，做成

15*32*2.5CM泡沫片

泡沫:66*66*3CM 12KG 1PCS

9
05
0

660

100150160150100

6
6
0

5
8
0

660

150150

5
0

20

660

580

6
6
0

5
8
0

660

580

泡沫芯保留，做成

15*32*2.5CM泡沫片

泡沫芯

保留，

做成

15*58*

2.5CM

泡沫片

泡沫芯

保留，

做成

15*58*

2.5CM

泡沫片

日期

物料名称

物料编号

所有未注明倒角

所有未注明公差

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:66*66*9CM

2
0
0

6
8
0

680

护角:20*4*4CM
护角 4PCS

Carton  size

styrofoam  size

styrofoam size

Carton size

styrofoam size

styrofoam size

styrofoam size

日期

物料名称

物料编号

所有未注明倒角

所有未注明公差

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:65*65*16CM

江门市瑞宝灯饰有限公司包装资料

材 质物料编号 名称及规格尺寸 用 量 备  注

 V=B

序 号

3

1

2

1PCS

灯体编号

灯体尺寸

N.W

G.W

制图

审核

核准

版次 A/0

包装示意图

4

8KG 1PCS

5

外箱:67*67*35CM

泡沫:65*65*7CM

泡沫:65*65*16CM 8KG 1PCS

护角:57*4*4CM
护角 8PCS

纸卡:65*65CM,中间开W90*L90槽  A=B 1PCS

纸卡:120*13CM(坑纹方向）  A=B 1PCS

6
5
0

5
9
0

650

590

7
04
0

650

590

1
6
0

1
3
0

650

100909090204020170

4
0

4
0

1
3
0

6
5
0

650

9
0

9
0

3
2
0

1
7
0

6
7
0

670

3
5
0

日期

物料名称

物料编号

所有未注明倒角

所有未注明公差

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:65*65*7CM

护角:32*4*4CM
护角 4PCS

Carton size

styrofoam size

styrofoam size

670

6
7
0

605

4
2
0

1
7
6

670

1
7
0

40

40

6
0

120

4
0

160

挖深120

挖深160

40

3
5
0

挖
深
5
0

1
4
0

610

挖深140

挖深140

690

6
9
0

2
2
0

外箱:69*69*22CM

挖
深
1
0
0

挖
深
1
4
0

挖
深
1
4
0

1
0
01

4
0

1
0
0

1
4
0

 Assembly Instruction Sheet #IS-9973P24

 For Style 9973P24

Tools Required:  Flathead screwdriver, Phillips screwdriver, pliers, wire cutters, wire strippers, electrical tape, safety glasses.

Light Source:  (10)    G9 40W Maximum(Not Include).

 Estimated Assembly Time:  30-40 minutes

Preparation:  Identify and inspect all parts before beginning installation. Check package content list and diagrams below to be sure all parts are

present. If any parts are missing or damaged, do not attempt to assemble, install, or operate the fixture. Contact customer service for replacement

parts.

Warnings and Cautions

Turn off electricity at circuit breaker or main fuse box before installation. Consult a licensed electrician if in doubt.

These instructions are provided for your safety. It is very important you read them completely before installing the fixture.

We strongly recommend that a licensed, professional electrician perform the installation.

Disconnect fixture from power source before replacing bulbs. Make sure bulbs are given sufficient time to cool before removal.

Package Contents

Hardware Contents

PART DESCRIPTION

BB

Wire nut

CC  Screw

BB
CC

QUANTITY

2pcs

2pcs

Figure 1

STEP 3 - Attach Mounting bracket to Outlet Box

A.Pass the supply wires through the Mounting bracket (EE).

   Attach the Mounting bracket (EE) to the Outlet Box

   with the head of the Green Ground Screw facing you.

   Secure it with Outlet Box Screws ( CC).Tighten until snug.
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Figure 2

A Fixture Body  x1

STEP 5 -  Install Ceiling Canopy to Ceiling.

STEP 4 - Wire Connections

Use standard wire connectors to make all wire

connections. Twist connectors until wires are tightly joined

together. Wrap each connection with approved electrical tape

and carefully stuff all the connected wires into the Outlet Box.

A.

White wire

from outlet box

White wire

from fixture

Black wire from

outlet box (or Red)

Black wire

from fixture

Bare, or Green

Ground wire

from outlet box

Ground wire

from fixture

Bare, or Green

Ground wire

from outlet box

Ground wire

from fixture

Green Ground Screw

on the Crossbar

Figure 4
Figure 6

Connection

Glass  x4

C  Square  glass x1

B

E  Middle Rod

E3   12"*5pcs

E2   6"*1pcs

E1   4"*2pcs

STEP 2 -  Install Rods to Fixture Body

STEP 6 -  Install bulb.

D  Ceiling Canopy x1

Outlet Box

Supply Wires with

Outlet Box Screws Ground Wire

Figure 3
Figure 5

(E)Middle Rod

(D)Ceiling Canopy x1

STEP 1- Release Mounting bracket from Ceiling  Canopy .
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STEP 9 -  Install Part  .

Figure 8
Figure 9

 Finial

Figure 7

STEP 7 - Install Glass .

B( glass)

Nut

STEP 8 - Install Glass .

Gasket

(C)Square  glass

Gasket
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江门市瑞宝灯饰有限公司包装资料

材 质物料编号 名称及规格尺寸 用 量 备  注

 V=B

序 号

3

1

2

1PCS

灯体编号

灯体尺寸

N.W

G.W

制图

审核

核准

版次 A/0

包装示意图

4

12KG 1PCS

5

外箱:68*68*20CM

泡沫:66*66*9CM

泡沫:66*66*5CM

纸卡:66*66CM

12KG 1PCS

 A=B 1PCS

护角:17*4*4CM 护角 4PCS

日期

物料名称

物料编号

所有未注明倒角R=0.5mm

所有未注明公差±0.2mm

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:67*67*17CM

江门市瑞宝灯饰有限公司包装资料

材 质物料编号 名称及规格尺寸 用 量 备  注

F535F

序 号

3

1

2

1PCS

灯体编号

灯体尺寸

N.W

G.W

制图

审核

核准

版次 A/0

包装示意图

4

8KG 1PCS

5

外箱:69*69*22CM

泡沫:67*67*17CM

泡沫片:67*67*3CM 8KG 1PCS

护角:58*4*4CM 护角 8PCS

护角:59*4*4CM
护角 8PCS

日期

物料名称

物料编号

所有未注明倒角

所有未注明公差

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:66*66*5CM

泡沫芯保留，做成58*58*1.5CM泡沫片

泡沫芯保留，做成

15*32*2.5CM泡沫片

泡沫:66*66*3CM 12KG 1PCS
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6
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580

泡沫芯保留，做成

15*32*2.5CM泡沫片

泡沫芯

保留，

做成

15*58*

2.5CM

泡沫片

泡沫芯

保留，

做成

15*58*

2.5CM

泡沫片

日期

物料名称

物料编号

所有未注明倒角

所有未注明公差

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:66*66*9CM

2
0
0

6
8
0

680

护角:20*4*4CM
护角 4PCS

Carton  size

styrofoam  size

styrofoam size

Carton size

styrofoam size

styrofoam size

styrofoam size

日期

物料名称

物料编号

所有未注明倒角

所有未注明公差

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:65*65*16CM

江门市瑞宝灯饰有限公司包装资料

材 质物料编号 名称及规格尺寸 用 量 备  注

 V=B

序 号

3

1

2

1PCS

灯体编号

灯体尺寸

N.W

G.W

制图

审核

核准

版次 A/0

包装示意图

4

8KG 1PCS

5

外箱:67*67*35CM

泡沫:65*65*7CM

泡沫:65*65*16CM 8KG 1PCS

护角:57*4*4CM
护角 8PCS

纸卡:65*65CM,中间开W90*L90槽  A=B 1PCS

纸卡:120*13CM(坑纹方向）  A=B 1PCS
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670

3
5
0

日期

物料名称

物料编号

所有未注明倒角

所有未注明公差

灯体型号

修 改

视 图

瑞宝灯饰
版 次

泡沫:65*65*7CM

护角:32*4*4CM
护角 4PCS

Carton size

styrofoam size

styrofoam size
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 Assembly Instruction Sheet #IS-9973P24

 For Style 9973P24

Tools Required:  Flathead screwdriver, Phillips screwdriver, pliers, wire cutters, wire strippers, electrical tape, safety glasses.

Light Source:  (10)    G9 40W Maximum(Not Include).

 Estimated Assembly Time:  30-40 minutes

Preparation:  Identify and inspect all parts before beginning installation. Check package content list and diagrams below to be sure all parts are

present. If any parts are missing or damaged, do not attempt to assemble, install, or operate the fixture. Contact customer service for replacement

parts.

Warnings and Cautions

Turn off electricity at circuit breaker or main fuse box before installation. Consult a licensed electrician if in doubt.

These instructions are provided for your safety. It is very important you read them completely before installing the fixture.

We strongly recommend that a licensed, professional electrician perform the installation.

Disconnect fixture from power source before replacing bulbs. Make sure bulbs are given sufficient time to cool before removal.

Package Contents

Hardware Contents

PART DESCRIPTION

BB

Wire nut

CC  Screw

BB
CC

QUANTITY

2pcs

2pcs

Figure 1

STEP 3 - Attach Mounting bracket to Outlet Box

A.Pass the supply wires through the Mounting bracket (EE).

   Attach the Mounting bracket (EE) to the Outlet Box

   with the head of the Green Ground Screw facing you.

   Secure it with Outlet Box Screws ( CC).Tighten until snug.
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Figure 2

A Fixture Body  x1

STEP 5 -  Install Ceiling Canopy to Ceiling.

STEP 4 - Wire Connections

Use standard wire connectors to make all wire

connections. Twist connectors until wires are tightly joined

together. Wrap each connection with approved electrical tape

and carefully stuff all the connected wires into the Outlet Box.

A.

White wire

from outlet box

White wire

from fixture

Black wire from

outlet box (or Red)

Black wire

from fixture

Bare, or Green

Ground wire

from outlet box

Ground wire

from fixture

Bare, or Green

Ground wire

from outlet box

Ground wire

from fixture

Green Ground Screw

on the Crossbar

Figure 4
Figure 6

Connection

Glass  x4

C  Square  glass x1

B

E  Middle Rod

E3   12"*5pcs

E2   6"*1pcs

E1   4"*2pcs

STEP 2 -  Install Rods to Fixture Body

STEP 6 -  Install bulb.

D  Ceiling Canopy x1

Outlet Box

Supply Wires with

Outlet Box Screws Ground Wire

Figure 3
Figure 5

(E)Middle Rod

(D)Ceiling Canopy x1

STEP 1- Release Mounting bracket from Ceiling  Canopy .
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STEP 9 -  Install Part  .

Figure 8
Figure 9

 Finial

Figure 7

STEP 7 - Install Glass .

B( glass)

Nut

STEP 8 - Install Glass .

Gasket

(C)Square  glass

Gasket


